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EXTERIOR FINISH SCHEDULE

HARDIE PLANK LAP SIDING, 8.25" (7" EXPOSURE), "ARCTIC WHITE"

HARDIE TRIM, 3.5", "ARTIC WHITE", OR 1 X 4 WOOD TRIM, PAINTED
TO MATCH "ARTIC WHITE"

FACE BRICK, TO MATCH EXISTING

METAL PARAPET CAP, WHITE

TRIM, "arCtic white"

EXTERIOR MATERIALS

"CUT STONE CAP", TO MATCH EXISTING

FIBERGLASS SHINGLES, TO MATCH EXISTING

HOLLOW METAL DOOR & FRAME, PAINT TO MATCH ARCTIC WHITE

STOREFRONT SYSTEM, DARK BRONZE, REF.
WINDOW / GLAZING SCHEDULE

exterior light fixtures, see electrical plans
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ELEVATION GENERAL NOTES

 1. SAMPLES. PROVIDE JOBSITE MOCK-UP OF HARDI-
PLANK AND MASONRY VENEER FOR ARCHITECT’S
REVIEW AND APPROVAL.

 2. BRICK.  BRICK TO MATCH EXISTING BUILDING, COLOR,
STYLE AND SHAPE.  COLOR MATCH GROUT AND
PROVIDE SMAPLE VIA MOCK-UP FOR ARCHITECT’S
REVIEW AND APPROVAL.

 3. ARCHITECTURAL LIGHTING.  REFER TO ELECTRICAL
DESIGN FOR EXTERIOR WALL PACK LIGHTING
INFORMATION.  COORDINATE BACK-BOX AND ROUGH IN
REQ’S WITH ELECTRICIAN PRIOR TO EXTERIOR
CLADDING INSTALL.

 4. STOREFRONT.  SEE GLAZING SHEET FOR ALUMINUM
STOREFRONT SYSTEM DETAILS, INCLUDING GLASS
COLOR AND FINISH. THE INTENT IS TO CLOSELY MATCH
THE EXISTING ELEMENTS

 5. ELEVATION CLEARANCE.  MAINTAIN MIN. 4” CLEARANCE
TO ALL SURROUNDING FINISH GRADE, LANDSCAPING OR
MULCH.

 6. SIGNAGE.  THERE IS NO PLANNED SIGNAGE.  HOWEVER,
SHOULD THE OWNER DESIRE SIGNAGE, A SEPARATE
SIGNAGE PERMIT IS REQUIRED NOT INCLUDED IN THIS
SCOPE.

7. CONTROL JOINTS.  PROVIDE CONTROL JOINTS AT
MASONRY WALLS.  CONTROL JOINTS NOT TO EXCEED 25’
O.C. HORIZONTALLY.

8. MOISTURE BARRIER.  SEE BUILDING SECTION GENERAL
NOTES FOR MOISTURE BARRIER REQUIRMENT’S.

9. PRECAST COMPONENTS.  CONTRACTOR TO PROVIDE
SHOP DRAWINGS DETAILING PRECAST COMPONENT
SIZES, WITH PLAN LOCATION VERIFICATION, PRIOR TO
INSTALL.

 10. EXPOSED CAP AND METAL FLASHING.  ALL EXPOSED
PROJECT FLASHING TO BE PRE-FINISHED.
CONTRACTOR TO PROVIDE STANDARD COLOR
SELECTIONS, “MBCI” OR EQUAL, TO ARCHITECT FOR
FINAL SELECTION.

11. OVERFLOW DRAINAGE.  ALL OVERFLOW ROOF DRAINS
TO TERMINATE 24" ABOVE FINISH GRADE AND
DISCHARGE THROUGH "COW'S TONGUE" CAST DRAIN
WALL OUTLET.

A B

T.O. SLAB
100'-0"

T.O. BRICK
102'-8"

T.O. PARAPET
117'-0"

1

5

4

2

6

3

2

ROOF LINE BEYOND

B
R
ACINGB

R
AC

IN
G

H

T.O. SLAB
100'-0"

T.O. BRICK
102'-8"

T.O. PARAPET
117'-0"

1

5

4

2

6

3

5

4

101A

W5

101B

W5

ROOF LINE BEYOND

A

T.O. SLAB
100'-0"

T.O. BRICK
102'-8"

T.O. PARAPET
117'-0"

1

5

4

2

6

3

ROOF LINE BEYOND

H

T.O. SLAB
100'-0"

T.O. BRICK
102'-8"

T.O. PARAPET
117'-0"

1

5

4

2

6

3

ROOF LINE BEYOND
ADD-ALT NOTES:

1. applies if replacing all exterior finishes
outside new scope of work.
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1 NORTH ELEVATION
SCALE:  1/8"   =    1'-0"

4 EAST ELEVATION
SCALE:  1/8"   =    1'-0"

7 EAST ELEVATION (HIDDEN)
SCALE:  1/8"   =    1'-0"

2 EAST ELEVATION (HIDDEN)
SCALE:  1/8"   =    1'-0"

6 WEST ELEVATION (HIDDEN)
SCALE:  1/8"   =    1'-0"

3 WEST ELEVATION (HIDDEN)
SCALE:  1/8"   =    1'-0"

8 SOUTH ELEVATION
SCALE:  1/8"   =    1'-0"

5 WEST ELEVATION
SCALE:  1/8"   =    1'-0"


